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SECTION 09 65 19

RESI LI ENT Tl LE FLOORI NG

PART 1 - GENERAL

1.1 DESCRI PTI ON

A. Thissectionspecifiestheinstallationof solid vi nyltileflooring, vinyl
composition tile flooring, rubber tile flooring, an d accessories.

1.2 RELATED WORK

A. Color and pattern and location in room finish sched ule: Section 09 06 00,
SCHEDULE FOR FINISHES.
B. Resilient Base: Section 09 65 13, RESILIENT BASE AN D ACCESSORIES.

1.3 SUBM TTALS

A. Submit in accordance with Section 01 33 23, SHOP DR AWINGS, PRODUCT DATA,
AND SAMPLES.

B. Manufacturer's Literature and Data:
1. Description of each product.

2. Resilient material manufacturers recommendations fo r adhesives,
underlayment, primers and polish.

3. Application and installation instructions.

C. Samples:
1. Tile: 300 mm by 300 mm (12 inches by 12 inches) for each type, pattern
and color.

2. Edge Strips: 150 mm (6 inches) long, each type.
3. Feature Strips: 150 mm (6 inches) long.
D. Shop Drawings:

1. LayoutofpatternsshownonthedrawingsandinSec tion090600,SCHEDULE
FOR FINISHES.
2. Edge strip locations showing types and detail cross sections.

1.4 DELI VERY

A. Deliver materials to the site in original sealed pa ckages or containers,
clearly marked with the manufacturer's name or bran d, type and color,
production run number and date of manufacture.

B. Materialsfromcontainerswhichhavebeendistorted ,damagedoropenedprior
to installation will be rejected.

1.5 STORAGE
A. Store materials in weathertight and dry storage fac ility.
B. Protect from damage from handling, water, and tempe rature.
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APPL| CABLE PUBLI CATI ONS

Thepublicationslistedbelowformapartofthiss pecificationtotheextent
referenced. The publications are referenced in the text by the basic
designation only.

American Society for Testing and Materials (ASTM):
1. D4078-02(2008) Water Emulsion Floor Finish

2. E648-10 Critical Radiant Flux of Floor Covering Sys tems
Using a Radiant Energy Source

3. E662-06 SpecificOpticalDensityof Smoke Generated bySolid
Materials

4. E1155-96 (R2008)Determining Floor Flatness and Flo or Levelness
Numbers

5. F510-93 (R2008) ResistancetoAbrasionof Resilient Floor Coverings
Using an Abrader with a Grit Feed Method

6. F710-08 Preparing Concrete Floors to Receive Resili ent
Flooring

7. F1066-04(R2010) Vinyl Composition Floor Tile

8. F1344-10 Rubber Floor Tile

9. F1700-04(R2010) Solid Vinyl Floor Tile

Resilient Floor Covering Institute (RFCI):

1. IP#2 Installation Practice for Vinyl Composition Tile (VCT)
Federal Specifications (Fed. Spec.):

1. SS-T-312 Tile Floor: Asphalt, Rubber, Vinyl and Vin yl Composition

PART 2 - PRODUCTS

2.1

A.

GENERAL

Furnish product type, materials of the same product ion run and meeting
following criteria.

Use adhesives, underlayment, primers and polish rec ommended by the floor
resilient material manufacturer.
VI NYL COWVPCSI TION TI LE

ASTM F1066, Composition 1, [ Class | (solid color)][] dass 2 (through
patt er n)], 300 mm (12 inches) square, 3 mm (1/8 inch) thic k.

Color and pattern uniformly distributed throughout thickness.
ADHESI VES
Complywithapplicable regulations regarding toxic and hazardous materials

Green Seal (GS-36) for commercial adhesive.

Use low-VOC adhesive during installation. Water bas ed is preferred over
solvent based adhesives.
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2.4 LEVELI NG COMPOUND ( FOR CONCRETE FLOORS)

A. Providecementitious productswithlatex orpolyvin ylacetateresinsinthe

mix.

Determine the type of underlayment selected for use
corrected.

PART 3 - EXECUTI ON

3.1 PRQIECT CONDI TI ONS

A. Maintain temperature of materials a minimum of 22°C (70°F,) for 48 hours
before installation.

B. Maintaintemperature ofroomswhereworkoccursbet ween21°Cand27°C(70°F
and 80°F), for at least 48 hours, before, during an d after installation.

C. Do notinstall flooring until building is permanent ly enclosed and wet
construction in or near areas to receive tile mater ials is complete, dry
and cured.

3.2 SUBFLOOR PREPARATI ON

A. Verify that concrete slabs comply with ASTM F710. A t existing slabs,
determine levelness by F-number method in accordanc e with ASTM E1155.
Overall value shall not exceed as follows:

1. FF30/FL20

B. Correct conditions which will impair proper install ation.

C. Fill cracks, joints and other irregularities in con crete with leveling
compound:

1. Do not use adhesive for filling or leveling purpose S.

2. Do not use leveling compound to correct imperfectio ns which can be
corrected by spot grinding.

3. Troweltosmoothsurfacefree oftrowelmarks, pits ,dents, protrusions,
cracks or joints.

D. Clean floor of ail, paint, dust, and deleterious su bstances: Leave floor
dry and cured free of residue from existing curing or cleaning agents.

E. Concrete Subfloor Testing:

1. Determine Adhesion and dryness of the floor by bond and moisture tests
as recommended by RFCI manual MRP.

F. Perform additional subfloor preparation to obtain s atisfactory adherence
of flooring if subfloor test patches allows easy re moval of tile.

G. Prime the concrete subfloor if the primer will seal slab conditions that
would inhibitbonding, orif priming is recommended bythetile oradhesive
manufacturers.

H. Preparation of existing installation shall include the removal of existing

resilient floor and existing adhesive. Do not use s
adhesives.
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3.3

3.4

| NSTALLATI ON

Installin accordance with manufacturer'sinstructi
installation unless specified otherwise.

Mix tile from at least two containers. An apparent
or pattern variance will not be accepted.

Tile Layout:

1. Iflayoutis not shown on drawings, lay tile symmet
of room or space with joints aligned.

2. Notileshallbelessthan 150 mm (6inches) and of
3. Place tile pattern in the same direction; do not al

Trim tiles to touch for the length of intersections
projections, seal joints at pipes with waterproof ¢

Application:
1. Apply adhesive uniformly with no bare spots.

a. Conformto RFC1-TM-6 forjointtightness and for co
unless layout pattern shows random corner intersect

b. More than 5 percent of the joints not touching will
Roll tile floor with a minimum 45 kg (100 pound) ro

TheResidentEngineermayhavetesttilesremovedt
adhesion,spottyadhesivecoverage,andeaseofrem
for broken removed tile.

Installation of Edge Strips:
1. Locate edge strips under center line of doors unles

2. Setresilient edge strips in adhesive. Anchor metal
anchors and screws specified.

3. Where tile edge is exposed, butt edge strip to touc
Wherethinsetceramictile abutsresilienttile, s
floor file and against the ceramic tile edge.
CLEANI NG AND PROTECTI ON

Cleanadhesivemarksonexposedsurfacesduringthe
materials before the adhesive sets. Exposed adhesiv

Keep traffic off resilient material for a minimum 7
installation.

Clean and polish materials in the following order:
1. For the first two weeks sweep and damp mopped only.

2. Aftertwoweeks,scrubresilientmaterialswitham
andamilddetergent. Leave surface cleanandfree

3. Applypolishtothe floorsin accordance with the p
instructions.

When construction traffic occurs overtile, coverr
reinforced kraft paper properly secured and maintai
directed by Resident Engineer. At entrances and whe
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carts are used, cover tile with plywood, hardboard,
paper, secured and maintained until removal is dire
Engineer.

E. When protective materials are removed and immediate
replace any damage tile, re-clean resilient materia
polish and buff floors.

3.5 LOCATI ON

A. Unlessotherwise specified or shown, installtile f
areaswhere casework, laboratoryandpharmacyfurni
occurs, except where mounted in wall recesses.

B. Extend tile flooring for room into adjacent closets

- - -END- -
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